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Type Material (mm) Ball Tack (N/25mm) (mm)
HAT-S08N 0.08 32 7.0 0.0
HAT-S13N 0.13 32 8.7 0.0
HAT-S18N PTFE 0.18 32 11.2 0.0
HAT-S23N 0.23 32 12.4 0.0
HAT-FO8 0.08 32 5.9 0.0
HAT-F13 0.13 30 11.2 0.0
HAT-F15 0.15 32 14.5 0.0
HAT-F18 0.18 31 13.5 0.0
HAT-F30 0.30 31 . 19.5 0.0
HAT-F13T 0.13 31 10.6 0.0
HAT-F18T 0.18 32 14.4 0.0
HAT-F13CF | 222708 | 013 27 9.9 0.0
HAT-F18CF 0.18 23 12.9 0.0
HAT-P603 0.13 31 11.3 0.0
HAT-P606 0.18 31 14.8 0.0
HAT-P610 0.30 29 19.9 0.0
HAT-P603C 0.13 32 11.2 0.0
HAT-P606C 0.18 31 15.0 0.0
HAT-P610C 0.30 31 20.3 0.0
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The figures in the above table are not the specification but the observed values.
The properties between the different backing materials cannot be compared.
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This product conforms to standards of the Food Hygiene Act.
(Standards Relating to Food Additives, No.370 of 1959 Notifications of Ministry of Health and Welfare)
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HONDAFLOH®is a registered trademark of Honda Sangyo Co,Ltd.
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ADHESIVE TAPE

ATEITO= }ET—TE. HSATORICT vk
(PTFE) 22, B LR 70-TJ7JUw s,
FRIGPTFE XA« IRF—TIC, EmEM Y I—
HBERlZEZERLIE D vRIEIERET—7TY.

A0 ET—TOHER

o ii#kE (200T) ICBN. F—TXREIFBDEICEH,
BERIROMRETY . ’

o EXERMEICEN. RED7vHREERIEEAEOER
[CRENDIEHFL. BREELERBEISOE A,

BE

® - — hI—)L i EAEAY

o fifa, SUWROFREO—IVORES A=Y
e S=R—MO—/UBRIAS vEY Y

@ a—5— KyI{—DSA=vY

o MiFHERWE, AN—T—

o FlRlEE. EEROREED

Honda Sangyo Lo, Lfd

HONDRFLION Adhesive Tape is a pressure-sensitive
fluorocarbon resin (PTFE) tape. This product is
manufactured from coating high heat resistant silicone
adhesive on the backing of PTFE skived tape or
HONDAFLOH fabric that is produced through sintering
after its glass cloth is impregnated with PTFE.

Features:

@ Superior heat resistance up to 200°C, distinctive low
friction property of tape surface, and highly effective
adhesion.

® Superior electric insulating property, high chemical
resistance of PTFE of tape surface, and safety from a
food hygiene point of view.

Applications:

® Good adhesion at high temperature for heat sealing
equipment

® Surface lining of roll dryers in dyeing or
paper manufacturing

® Surface wrapping for laminating rolls

® Surface lining of shooters or hoppers

® Spacer or other fields requiring heat resistance,
insulating or coating

® Paper feeding for printing or copy machines




HAT-SYU—ZX -

® PTFE XA+ J RF—TJICRMEMES U J—itERlzEm L
7y FERERET—TJTY.

® HAT-SO8N (®/@/E 0.08mm). HAT-S 13N (®&EE 0.13mm).
HAT-S18N (#&/Z 0.18mm) . HAT-S23N (B5/E 0.23mm)
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® The pressure-sensitive adhesive tape is coated with high heat
resistance silicone adhesive on the backing of PTFE skived tape.

® Four types in thickness are available ;
HAT-S08N (0.08mm in thickness)
HAT-S13N (0.13mm in thickness)
HAT-S18N (0.18mm in thickness)
HAT-S23N (0.23mm in thickness)
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o HAT-FO8 (®RFE 0.08mm). HAT-F13 (R&EE 0.13mm).
HAT-F15 (®mE 0.156mm). HAT-F18 (®#RE 0.18mm).
HAT-F30 (H@E 0.30mm) D5 ¥4 JZHARLTVFET,
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® The pressure-sensitive adhesive tape is coated with high
heat resistance silicone adhesive on the backing of glass
cloth sintered with PTFE.

® Five types in thickness are available ;
HAT-F08 (0.08mm in thickness)
HAT-F13 (0.13mm in thickness)
HAT-F15 (0.15mm in thickness)
HAT-F18 (0.18mm in thickness)
HAT-F30 (0.30mm in thickness)

® We have a T type adhesive tape increased adhesiveness against
silicone rubber compared with standard type.
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® HAT-F13CF (®HRE0.13mm) & HAT-F18CF (#&/Z 0.18mm)
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® The pressure-sensitive silicone adhesive tape has no
adhesive on the central part of tape.

® Two types in thickness are available ;
HAT-F13CF (0.13mm in thickness)
HAT-F18CF (0.18mm in thickness)
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o AV —RAHS— HAT-PB0O3 (®SRE 0.13mm)

HAT-P606 (&EIE 0.18mm)

HAT-P610 (®&BE 0.30mm)
ISvwohs5— - HAT-PB03C (#&E 0.13mm)
(FFEERLLER) HAT-PB06C (Hm@mEZE 0.18mm)

HAT-PB10C (&= 0.30mm)

® The pressure-sensitive adhesive sheet with liner is coated
with high heat resistance silicone adhesive on the backing of

glass cloth sintered with PTFE containing anti-electrostatic
reagent or not.

@ Six types are available ;
HAT-P603 (0.13mm in thickness)
HAT-P606 (0.18mm in thickness)
HAT-P610 (0.30mm in thickness)
HAT-P603C (0.13mm in thickness) anti-electrostatic type
HAT-P606C (0.18mm in thickness) anti-electrostatic type
HAT-P610C (0.30mm in thickness) anti-electrostatic type
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Make-up
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Type (mm) (mm) (m)
HAT-S08N 0.08 13, 19, 25, 30, 38, 50, 100, 200 10
HAT-S13N 0.13 13, 19, 25, 30, 38, 50, 100, 200 10
HAT-S18N 0.18 13, 19, 25, 30, 38, 50, 100, 200 10
HAT-S23N , 0.23 13, 19, 25, 30, 38, 50, 100, 200 10
HAT-FO08 0.08 13, 19, 25, 30, 38, 50, 100, 200, 300 10
HAT-F13 0.13 13, 19, 25, 30, 38, 50, 100, 200, 300 10
HAT-F15 0.15 13, 19, 25, 30, 38, 50, 100, 200, 300 10
HAT-F18 0.18 13, 19, 25, 30, 38, 50, 100, 200, 300 10
HAT-F30 0.30 13, 19, 25, 30, 38, 50, 100, 200, 300 10
HAT-F13T 0.13 13, 19, 25, 30, 38, 50, 100, 200, 300 10
HAT-F18T 0.18 13, 19, 25, 30, 38, 50, 100, 200, 300 10
HAT-FISCE | 018 | 200 B o onens o winotnom cohest) |10
HATFIBCF | 018 | 2500 0 O et Mo i ot n ety | 10
HAT-P603 0.13 1000 10
HAT-P606 0.18 1000 10
HAT-P610 0.30 1000 10
HAT-P603C 0.13 1000 10
HAT-P606C 0.18 1000 10
HAT-P610C 0.30 1000 10
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Any other types of tape are available at customers'request.



